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DS-2DF1-611/613/615/617H
DS-2DF1-631/633/635/637H
6” Network High Speed Dome

* 1/4 inch SONY EXVIEW CCD

= +0.1° preset accuracy

= 400°/s pan preset speed and 200°/s tilt
preset speed

* 360° endless pan range

* H.264 video codec

= Fiber connector option

* Weather Proof: IP66 standard

Unit: mm
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Specifications
DS-2DF1-611H (outdoor) DS-2DF1-613H (outdoor) DS-2DF1-615H (outdoor) DS-2DF1-617H (outdoor)
DS-2DF1-631H (in-ceiling) DS-2DF1-633H (in-ceiling) DS-2DF1-635H (in-ceiling) DS-2DF1-637H (in-ceiling)
Image Sensor 1/4 inch SONY EXVIEW CCD
Effective Pixel PAL:752(H)>582(V), NTSC:768(H)>494(V)
Horizontal Resolution 480 TVL 480 TVL(Color) 480 TVL(Color) 480 TVL(Color)
520 TVL(Color) 520 TVL(Color) 520 TVL(Color)
Signal System PAL / NTSC
Min. lllumination 1.0Lux/F1.4 0.7Lux/F1.4(Color) 1.0Lux/F1.4(Color) 1.4Lux/F1.4(Color)
: 0.01Lux/F1.4(B/W) 0.01Lux/F1.4(B/W) 0.01Lux/F1.4(B/W)
White Balance Auto / Manual / ATW / Indoor / Outdoor
AGC Auto / Manual
Camera
S / N Ratio More than 50dB
BLC / WDR BLC(On / Off)
Elsieies Shuier PAL:1/50~1/10,000s PAL:1/3~1/10,000s
NTSC:1/60~1/10,000s  NTSC:1/4~1/10,000s
Day & Night Electronic ICR
Digital Zoom 12x
. 24 privacy masks programmable; a maximum of 8 zones can be masked simultaneously on the same
Privacy Mask .
video screen
Focus Model Auto / Semiautomatic / Manual
Focal Length 4.1-73.8mm, 18X 3.5-91mm, 26X 3.4-122.4mm, 36X
Zoom Speed Approx.2.1s(Optical Wide-Tele) Approx.4.0s(Optical Wide-Tele)
L Angle of View 48-2.8degree(Wide-Tele) 48-1.6degree(Wide- 57.8-1.7degree(Wide-
Tele) Tele)
Min. Working Distance 10-800mm (Wide-Tele) 10-1500mm(Wide-Tele)
Aperture Range F1.4-F3.0 F1.4-F3.8 F1.6-F4.5
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