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Specifi cations

Unit: mm                       

28
7

Φ242.75

DS-2DF1-611/613/615/617H
DS-2DF1-601/603/605/607H
6” IP High Speed Dome

• 1/4 inch SONY EXVIEW CCD
• ±0.1° preset accuracy
• 400°/s pan preset speed and 150°/s tilt 
   preset speed
• 360° endless pan range
• H.264 video codec
• Fiber connector option
• Weather Proof: IP66 standard

Outdoor
Indoor

DS-2DF1-611H
DS-2DF1-601H

DS-2DF1-613H
DS-2DF1-603H

DS-2DF1-615H
DS-2DF1-605H

DS-2DF1-617H (-B)
DS-2DF1-607H (-B)

Camera

Image Sensor 1/4 inch SONY EXVIEW CCD

Effective Pixels PAL: 752 (H)×582 (V),  NTSC: 768 (H)×494 (V)

Horizontal Resolution 480TVL

Signal System NTSC / PAL

Min. Illumination 1.0Lux / F1.4 0.7Lux / F1.4 (Color) 
0.01Lux / F1.4 (B/W)

1.0Lux / F1.4 (Color)
0.01Lux / F1.4 (B/W)

1.4Lux / F1.4 (Color)
0.01Lux / F1.4 (B/W)

White Balance ATW / Manual

launaM / otuACGA

S/N Ratio Better than 50dB

FFO / NOCLB

Electronic Shutter Speed N: 1/60~1/10,000s
P: 1/50~1/10,000s 1/1~1/10,000s 1/4~1/10,000s N: 1/4~1/10,000s

P: 1/3~1/10,000s
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Digital Zoom Up to 12x

Privacy Masking Up to 24 zones, while maximum 8 zones masked simultaneously in one image

Auto Focus Auto / Manual

Lens

Zoom Ratio 4.1-73.8mm, 18x 4.1-73.8mm, 18x 3.5-91mm, 26x 3.4-122.4mm, 36x
(-B model: 128x WDR)

Zoom Speed Approx. 2.1sec (Optical WIDE-TELE ) Approx. 4.0sec (Optical WIDE-TELE )

Field of View 48° to 2.8° 
(WIDE-TELE )

48° to 2.8° 
(WIDE-TELE )

42° to 1.6° 
(WIDE-TELE )

57.8° to 1.7° 
(WIDE-TELE )

Min. Working Distance 290mm (WIDE), 
800mm (TELE)

290mm (WIDE), 
800mm (TELE)

320mm (WIDE), 
1500mm (TELE)

320mm (WIDE), 
1500mm (TELE)

Aperture Range F1.4-F3.0 F1.4-F3.0 F1.4-F3.8 F1.6-F4.5




